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1.0INTRODUCTION

Using TASTRAK plastic detectors pupils and the public can study the low level background radiation that
surrounds them in their everyday lives. TASTRAK provides school science teachers with educational
material to assist them in the teaching of radioactivity within the context of the National Curriculum and in
Post-16 science courses. (TASTRAK is suggested in Radioactivity section of the OCR/IOP Advancing
Physics A2 course). The use of TASTRAK means that radioactivity can be studied without using artificial
radioactive sources.

Radon gasis an important source of natural background al pha-radiation and one that offers scope for pupil
investigation. Using TASTRAK, pupils aged 7 and upwards are able to test the level of background al pha-
radiation and the radioactive gas radon present in their own environment by constructing a simple yoghurt
pot detector. They each receive avisual record of this radioactivity on their piece of TASTRAK plastic. This
approach can be adapted to suit awide range of pupils throughout primary and secondary schools.

1.1 HISTORY OF SURVEYS OF MEASURING RADIOACTIVITY WITH TASTRAK

1983 Introduced to Y ear 9 pupils at Portway School, Shirehampton, Bristol.
On going yearly measurements of apha-radioactivity from wallsin the home made by Y ear 9 pupils
and Y ear 6 pupils at Portishead Primary School, North Somerset.

1987 First ever National Survey of total alpha-activity in soil and radon emanating from the the soil
sponsored by the Institute of Physics-146 secondary schools took part.

1988 Second Nationa Survey sponsored by the Institute of Physics - 750 schools took part.

1989 First ever Local Survey by primary school pupils - 174 pupils of Brookside Primary School, Street,
Somerset measured radon in their homes and found a large radon "hotspot”. Findings substantiated
by National Radiological Protection Board.

1990 First ever County Survey by 3,000 Cumbrian primary school pupils measuring radon in their homes.
Also County Surveys by 600 primary school pupilsin Leicestershire and Northamptonshire.
1991 First ever National Survey of radon in the domestic water supply - 500 UK primary

and secondary schools took part.

1991 First International Link between school pupils measuring radon in their homes -
Portway School, Shirehampton and School 155 in Kiev, Ukraine compared the radon levelsin their
homes and this encouraged scientific communication between pupils.

1993 Soil samples collected from the environment around Chernobyl. They were analysed

for plutonium and TASTRAK dlides were made available for schools in the autumn.

1994 First ever National Survey of measuring radon daughters attracted to VDU and TV screens - 135
UK schools took part.

1995 First ever Local Survey by Portway school pupils at attempting to measure al pha-radioactivity from
the radon daughters in the atmosphere - the levels are related to the concentration of the Polonium
isotopes, e.g. 219Po and 214Po, in the air.

The versatility of TASTRAK has enabled school students to particpate in several unique surveys. These are
listed in the table above. The results obtained by schools always contribute to research into radon and a pha-
radiation levels across the country and help towards a greater understanding of radon and natural alpha
radioactivity as an environmental issue. Any measurement can be donated to a national data base.

No names or addresses would be released; just asix figure grid reference number from the Ordnance Survey
maps to indicate the area where the measurement was carried out.
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2.0 BACKGROUND INFORMATION ABOUT RADON

2.1 SOME HISTORY

In December 1984 aworker at a nuclear power plant near Philadelphia, in the USA, arrived at work and set
off the radiation alarms. It was discovered that the source of the radioactivity he was carrying was not from
the nuclear plant, but from the home he lived in. This was the start of an investigation into the levels of
natural background radioactivity in homes across the USA, beginning with those known to be built over
rocks containing uranium. It turned out that the source of the radiation was a pha-particles from radon gasin
his home.

Radon is a natural radioactive gas produced by the natural radioactive decay of uranium and thorium. Both
uranium and thorium are ubiquitous in the ground and the important isotopes are 22U and 2%2Th. The decay
chains for both these nuclides are given in Appendix 6.1. In terms of radioactivity, 22U and 2*Th are in
approximately equal abundance and are also in approximate activity equilibrium with their daughter nuclei.
At agiven site in the ground, however, the levels of uranium and thorium present depend on local geology.
For example, in Britain, carbonaceous shales contain about 65 ppm uranium; igneous rocks about 15 ppm
uranium and 45 ppm thorium; and al granites 4 to 5 ppm uranium and 15 ppm thorium. Within both the
uranium and thorium decay chains the element Rn, an inert gas, is produced. ?2Rn, commonly known as
radon, is produced from the decay of ?°Ra in the 28U decay chain, and °Rn, commonly known as thoron,
is produced from the decay of ?*)Ra in the 2*2Th decay chain. The dispersion of these gases in the ground is
quite different owing to their different half lives, 3.8 days for radon compared with 55s for thoron.

In contrast to thoron, radon is able to move considerable distances from its parent during its lifetime. It can
diffuse readily out of surface soil into the atmosphere and into the basements and living areas of houses. In
terms of environmental alpha-radioactivity, it is the 22U decay chain and radon that are considered to be
more important than the 2*2Th decay chain and thoron. In dry non-metallic solids and still air, the movement
of radon is purely by diffusion, whereas in the ground the situation is more complex. Here the movement is
by a combination of diffusion and convection or pressure-driven flow.

Uranium should not be thought of as simply being present in rocks deep underground. Its presence in soils,
even in very small to the amount of radon rising to the surface and into the air above.

2.2 THE DISTRIBUTION OF RADON ACROSSTHE UK

Radon released from underground sources may or may not readily reach the surface. Thus, houses built over
granite areas in the South West are known to have elevated radon concentrations, but the association does
not appear to hold for Scottish granites.

This is partly due to the generally lower uranium concentrations present, but principally because Scottish
granites are less fractured than those in South West England. Rocks that are porous are known to transmit
radon easily and high radon concentrations are found at the surface from comparatively small uranium
concentrations in the ground. Here, a classic example is the association of high radon houses with
limestones, for instance, in Derbyshire, North Yorkshire, and parts of Somerset. Radon transport to the
surface is also governed by the dryness of the soil. Radon concentrations above dry soil have been shown to
be five times greater than in the same soil that is water-saturated.
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2.3 RADON LEVELS IN HOUSES

The prediction of radon levels in a given home is extremely difficult. Basically, radon is drawn into the
house by virtue of the reduced pressure of the air inside due to domestic heating. Along with air, the
majority of radon is drawn into the house through the floor via small cracks and gaps between heating and
water pipes. It aso permeates through small cracks in the walls and is present in the water supply. Radon is
drawn into every house in small amounts with no measurable partial pressure. The short half-life of radon
and its continuous production from within the ground are responsible for such small quantities that give rise
to high levels of radioactivity. To put it in very simple terms, the house acts as a box placed over the soil to
catch the radon giving rise to much higher levels of the gas indoors than out in the open where it disperses
into the atmosphere.
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As radon decays it emits al pha-particles which can damage human tissue cells through ionisation. It is these
alpha-particles which can be measured to give an indication of how much radon is present in the air inside a
house. The level of radioactivity is measured in units called Becquerels per cubic metre of air (Bq m).

The average level of radon in a house in the UK is around 20 Bq m™ and the current action limit set by the
National Radiation Protection Board (NRPB) is 200 Bq m3. This is the level above which it is
recommended that action be taken to reduce the radon level in the house.

Despite the preoccupation of the public and the media with man-made radiation, the simple fact remains
that, for the population as a whole, the biggest single source of radiation exposure is that from natural
radiation. At least 50% of this originates from naturally occurring radon gas. In the average British home the
radiation dose received by the occupants from radon is equal to that from all other sources put together. The
Institute of Local Authority Environmental Health Officers (IEHO) investigation into the levels of radon in
homes discovered that there were houses in the UK that harboured radon levels so high that the radiation
exposure to the occupants would exceed the legal limit for exposure of workers in the nuclear industry; a
limit set at 50 milli-Sieverts per year (50 mSv year?). According to the IEHO survey in 1987/8, 230,000
houses nationally had radon levels above 200 Bg m with 59,000 above 400 Bg m and 10,700 above 1,000
Bg m=. These figures are only estimated and all school results contribute to a greater understanding of
national radon levels. In previous years schools using the DIY radon detector based on our TASTRAK
plastic have, on occasions, found levels of radon above 200 Bq m3. After repeating the tests teachers have
then referred these instances to the local environmental health department or to the NRPB.

2.4 SEASONAL VARIATIONS OF RADON LEVELS

Variations in house heating and ventilation and of weather conditions affecting the ground itself, result in
wide fluctuations of radon levels with time in any one house. In general, radon levels are higher at night and
in the winter when windows and doors remain closed. For example, on average, the radon level in ahouse in
July is about one half of that in January. This can be seen in the diagram below which shows radon values
for aliving room (ground floor) and a bedroom (1st floor) in a UK house.

The DIY radon kit only measures radon levels over a six day period and this gives a very short term test
result which is an approximate indication of the radon level for that time of year. The same house re-tested a
few weeks later would give a different result. Schools that repeat their radon tests over a period of time will
obviously need to take this into account.

However, it is possible to use a table for converting short term ground floor living room measurements into
approximate average radon levelsin houses.

For example, aradon measurement of 143 Bq m3in March when repeated in June may only give 92 Bq m3.
Therefore, the seasonal variation of levels needs to be taken into account and this can be achieved by
multiplying each result by the appropriate factor from the table below. Radon levels also vary considerably
from one house to another in the same road. It should not be assumed that a measurement made in one house
isany indication of the level in neighbouring houses.
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Seasonal variation in levels of radon in houses

Date of Reading Multiplication Factor Dateof Reading  Multiplication Factor

January 0.60 July 1.35
February 0.62 August 1.24
March 0.69 September 1.01
April 0.72 October 0.88
May 0.93 November 0.73
June 1.05 December 0.68
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2.5 EXAMPLES OF MEASURES TO REDUCE THE AMOUNT OF RADON IN HOUSES

For the householder concerned about radon the first step must be to have aradon level measurement. Further
action is only necessary where values are above the NRPB action limit of 200 Bq m. If the radon level
measurement was carried out over a few days then the advice must be, before spending money on radon
remedial measures, to have a radon level measurement carried out over at least a 3-month period by a
properly qualified laboratory, such as TASL or NRPB. If remedial measures are required then a suitable
qualified and knowledgeable builder/installer should be consulted to carry out the necessary remedial
measures.

Natural Ventilation

Keeping windows open simply replaces indoor air containing radon with outdoor air. This method is not
really practicable for reasons of security and efficiency of home heating and may also, perversely, lead to
higher radon readings in certain circumstances.

Forced Ventilation
This also replaces indoor air containing radon with outdoor air, but fans are used to maintain a desired air-
exchange rate independent of weather conditions.

Sealing Cracks and Openings

As stated before radon can pass through any opening in a floor or wall which touches the soil. It can enter
the house through openings around utility pipes, joints between basement floors and walls, the holes in the
top row of concrete blocks and tiny cracks and openings, such as pores in concrete blocks, not easily seen by
the eye. Sealing such cracks and openings is often an important preliminary step when other methods are
used. Special membranes for floors are now being marketed in the UK for radon sealing purposes.

Regulationsfor new buildings

Government guidelines for reducing the amount of radon that can get into new buildings are now in
existence.

Page 7 of 27



Teacher's Notes

3.0TASTRAK: APLASTIC TRACK DETECTOR FOR TEACHING
RADIOACTIVITY IN SCHOOLS
3.1 TASTRAK

The diagram below shows a piece of TASTRAK plastic (actual sizeis approx 25mm square) as prepared for
school use, marked with a 1cm sgquare and an identification number.

TASTRAK plastic is a material which is sufficiently sensitive to alpha-radiation that it will readily record
the natural background alpha-activity in the environment, both in the air from radon and its daughters and in
soils from uranium and thorium and their daughter nuclei. TASTRAK is arigid transparent plastic material
which is quite inert. It is formulated from a monomer that is the basis of a plastic widely used in industry for
its transparent and other physical properties. A number of years ago nuclear scientists discovered that the
material was a highly sensitive and selective recorder of nuclear particles. In nuclear science and technology
its use has grown rapidly with many diverse applications from medicine to nuclear fusion.

An important feature of TASTRAK isits ease of handling. It isinert and safe to handle, insensitive to light,
X-rays, gamma-rays, beta-particles, and sea level cosmic rays, but will readily record apha-particles and
protons. Charged nuclear particles, when entering the plastic, create permanent damage along their tracks
which may be revealed by chemical etching. Each track is enlarged to form a conical etch pit several
microns in size, and thus a permanent visible record of the detected particle may be viewed using a slide
projector or microscope.

When the TASTRAK isfirst bought, it will arrive enclosed in aradon-proof bag. Place this bag immediately
into a freezer or the freezer compartment of arefrigerator. This action will prevent a short shelf-life. When
the TASTRAK is ready to use, carefully cut the radon-proof bag open and remove the number of pieces
required from the inner plastic bag. The remova procedure is best done by holding the edges of the
TASTRAK. This will prevent the faces having grease marks. Re-seal both bags in order to keep the other
pieces from exposure to the air. The TASTRAK can now be placed where it is needed; e.g. the soil or
yoghurt pot.

It is usual to expose the face containing the identification number to the radiation source.

3.2 MEASURING ALPHA-RADIOACTIVITY USING TASTRAK

TASTRAK is so sensitive it readily records natural background alpha-radioactivity from the natural
abundance of uranium and thorium and their daughter nuclel such as radon. This avoids bringing pupils into
contact with man-made sources.

Uranium and thorium are present everywhere in our environment, in soils, rocks, walls, paper, glass and
many other materials. A small slide of TASTRAK hung in air or held against a wall will record about 10
apha-particles per cm? per day from the alpha-decay of these elements and their daughter nuclei. In soils the
figure is somewhat higher.

The first secondary teaching trials using TASTRAK were carried out between 1983 and 1986 under the
direction of Dr. Geoff Camplin, then Head of Science of Portway School, Bristol. Also during 1986, the first
primary teaching trials were carried out at Portishead Primary School, Portishead, under the guidance of Mrs
Hallett.

In this trial, pupils each had their own piece of TASTRAK which they took home and placed in a suitable
location, such as against a wall. One week later, the plastics were collected and returned to Bristol
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University for processing (see Appendix 6.4). The plastic was etched and returned to the school. Pupils were
then able to see where the apha particles had been in their own plastic by using a microscope. A
magnification of x100 or x200, depending on the exposure, was used to count the tracks made by apha-
particles. The track count on the plastic was converted to alpha-particle activity (Bq kg?1) using the equation
in experiment 4.2 The plastic could be attached to the pupil’ s notebook and kept as a permanent record.

Processing the plastic in a different way now means that measurements can be read using a slide projector.
This makes counting of the tracks easier, more reliable and removes the need to have microscopes.
However, if the track structure needs to be preserved, then etching must be done in a way so that a
microscope can be used instead of the dlide projector. It is essential that rhe microscope field of view is

calibrated if numerical work isto be compared and used as scientific datain a National survey.

3.3 MEASURING RADON USING TASTRAK

In 1989 primary schoolchildren scored a major scientific first by discovering a previously unknown radon

"hot spot’ in Somerset. A single radon measurement in the town of Street gave an unusally high reading of
1300 Bg m but this was not followed up by the authorities. In response to local concern Portway Secondary

School pupils helped 198 Brookside Primary Schoolchildren (aged 7-11) carry out a survey of radon levels

in their homes using the yoghurt pot detector. The results yielded a sizeable radon "hot spot’ over part of the
town with up to 15% of houses above the recommended National Radiological Protection Board action limit

of 200 Bq m3. The graphs below illustrate the difference in the distribution of radon measurements in the

homes of Portway and Brookside schoolchildren. Below 200 Bg m, the radon distributions look similar,

but in the Brookside case many readings above 200 Bq m™ and extending to 1079 Bq m were found.

The presence of this radon "hot spot’ in Street has since been confirmed in more detailed measurements. The
exercise by Brookside Primary Schoolchildren made an important scientific discovery and aso raised
awareness of radon and its health effectsin the local area.

Schoolchildren across Britain have participated in a number of national surveys using TASTRAK plastic
detectors. During 1990, 56 primary schools across Cumbria used TASTRAK to measure the radon levels in
the homes of their pupils to provide over 3000 individual test results. At the time this was the highest house
survey carried out in the UK. Allowing for seasonal variations, the results showed an average radon
concentration of 30 Bgq m™3, with only 27 readings being above the 200 Bq m=level.

In 1991, the first ever national survey of radon in domestic water supplies was carried out by schoolchildren
from 504 schools. The radon levels were measured using a simple detector described in Experiment 9,
section 4.9. Full information and results of the survey have been published in Allen et a, 1993. In summary,
all the radon levels were low, with most falling in the range 0-2 Bq 1. All the readings were below the
NRPB action limit of 100 Bq I"* and the majority were below the US action limit of 11 BqI™.

Brookside and Portway Radon Distributions
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The bare plastic detector may be used to study natural background activity in a variety of locations. The
days or longer and view under a microscope. It is important to note which face of the plastic detector is

against the solid material.
(1988). The gross apha-activity of the soil is measured by inserting the plastic directly in the soil as shown

This experiment may be carried out alongside experiment 1, and is also described in detail in Camplin et a
below; a plant marker indicates its location. Expose for six days and view under a microscope.

TASTRAK may be hung in the air, placed against materials such as paper, glass brick, etc. Expose for six

4.2 EXPERIMENT 2: MEASUREMENT OF ALPHA-ACTIVITY OF SOIL

4.1 EXPERIMENT 1: MEASUREMENT OF ALPHA-ACTIVITY

4.0 EXPERIMENTSUSING TASTRAK

TASTRAK in Sail
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Note: Please observe precautions for handling and preparation of minerals which may contain high
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Expose the TASTRAK against polished samples of uranium and thorium-bearing minerals for between 1
concentrations of uranium and thorium.

where N isthe track count and T is the exposure time in days.
4.3 EXPERIMENT 3: INVESTIGATION OF GEOLOGICAL SAMPLES.
and 14 days and view under a microscope.

The soil activity in Bq kg! may be estimated using:

activity inBgkg? = (12x N)/T
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4.4 EXPERIMENT 4. MEASUREMENT OF RADON DAUGHTERS ATTRACTED TO A VDU OR
TELEVISION SCREEN.

At least two pieces of TASTRAK plastic are required for this experiment. Stick one piece of TASTRAK to
the face of a VDU screen, number side out, using Sellotape across the corners. (Any type of computer
monitor or television which has abuild up of a static charge can be used for this experiment.) Hang the other
piece of TASTRAK in the air in another part of the room nearby using sellotape and cotton. Do not cover
the numbered face. Make a note of the numbers on the plastic and their location. If possible leave the screen
switched on for 48 hours continuously to give time for the particles to collect. After 48 hours re-wrap the
two pieces of plastic in foil, package them carefully and return them for processing. View with a dide
projector.

TASTRAK fixed tothe TV screen

(A third plastic can be placed in a yoghurt pot radon detector and left undisturbed for six days so that the
radon concentration can be compared - see experiment 4.1).

This experiment is designed to measure radon daughters in normal room air which plate-out on a VDU or
television screen by virtue of the fact that VDU screens carry a static electric charge and therefore
preferentially attract the radon daughters.

During radioactive decay radon, 22Rn, will transform to another element 2'®Po, called a radon daughter.
218pg is also radioactive similarly emitting an alpha-particle and transforming to 2“Pb. This sequence of
events continues until stable lead, 2°°Pb, is formed. (See Appendix 5.1.1.) The immediate daughters of 22Rn
have short half-lives, less than 20 minutes, and for this reason they are known as radon short-lived
daughters. Of these 2®Po and #“Po emit alpha-particles.

Radon short-lived daughters are present in air along with radon. However, their behaviour differs from
radon because they are invariably ionic which means they tend to attach themselves to natural aerosol
particlesin air. These particles in turn stick to surfaces such as walls and ceilings, a process known as plate-
out. In this experiment it is assumed that the static charge on the screen transfers to the surface of the plastic
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stuck to the screen face such that the plastic itself also becomes charged. This charge attracts plate-out
particles, which are recorded on the plastic. Students could expect to find around 3 times as many apha-
particle tracks on the screen plastic than on that hung in the air; the average value for this ratio in our 1994
survey to measure radon daughters attracted to VDU and television screens was found to be 2.6.

4.5 EXPERIMENT 5: MEASUREMENT OF THE ENVIRONMENTAL LEVELS OF ALPHA-ACTIVITY
A piece of TASTRAK plastic (which can have a hole in one corner if required) is attached to the top of a
1.5m garden cane using a drawing pin or Blu-tac, as shown in the diagram below.

TASTRAK attached to a cane

The plastic should be mounted horizontally (with the number facing upwards), ideally about 1.5m above the
ground in the open air unshielded by trees, walls etc. If a garden cane is not available, a wooden fence or
post would suffice, but it is best to avoid concrete, brick or stone objects as these contain natural background
radioactivity. The plastic should be left undisturbed for six days. After processing, view with a dlide
projector.

The TASTRAK records the total airborne apha activity and activity from particles which have
gravitationally settled on its surface. This includes ?*°Po which is emitted in vehicle exhaust fumes. In this
experiment we are unable to separate these components and suggest that teachers convert the recorded
activity into units of Becquerels per square metre (Bq m).

4.6 EXPERIMENT 6: MEASURING THE EFFECT OF AEROSOLSIN ELECTRIC FIELDS
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This experiment uses the TASTRAK as a detector of apha-particles which are emitted from radon daughters
attached to dust particles which get affected by the electric field close to a wire carrying a current. Effects
can be seen with either DC or AC fields. The theory of how this happens is still being developed at the
University of Bristol by ateam of research scientists known as the Human Radiation Effects Group directed
by Professor Denis Henshaw. A large piece of TASTRAK can be used instead of the small square piece and
this is placed under two wires carrying mains electricty or against two wires carrying a small dc current at
high voltage (2000V). The plastic detector must be flat against the wires. After about a few days, the
detector can be processed and the alpha-paticle tracks analysed. There should be two lines of high density
tracks where the wires were against the TASTRAK detector. This demonstrates that electric fields affect
those aerosols present in the air which have radon daughters attached to them. These then simulate the effect
of electric fields concentrating aerosols.

Alphatracksin TASTRAK when placed near AC fields

30T Live Neutral

Y distance (mm)

=40 =30 =20 -10 0 10 20 20 40
X distance (mm)

4.7 EXPERIMENT 7: RADON DETECTION

The detector shown below is constructed using a yoghurt pot, cling film, Blu-tac and the TASTRAK plastic
(described below). It is only used to estimate radon levels in the home and to investigate the differences
between bedroom, living room and cellar levels. The TASTRAK is exposed for six days and viewed with a
slide projector. Accurate and reliable radon measurements should be carried out by a professional body such
as TASL or NRPB.

Please remember that this experiment is only for educational puposes and that the level calculated isa"snap
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shot". Although it may bear some correlation to alonger term measurement, high measurements above 200
Bgm should be repeated before any action is taken. TASL or NRPB should be informed and then a more
reperesentative longer term measurement can be obtained.

Construction of the Radon Detector

Make sure you have the following materials readily available.

TASTRAK in aradon proof bag.
Do not open until you are ready to carry out the experinment.

A clean undamaged empty yoghurt pot, cylindrical in shape, measuring about 70mm in height
and 50mm diameter.

(Brand names such as MUNCH BUNCH, CHAMBOURCY, EDEN VALE FRENCH STYLE
and SKI aretypical of thistype of yogurt pot, often sold in packs of four.)

An élastic band.

Some cling film.

Some blu-tac.

1. Place asmall piece of Blu-Tac inside the yoghurt pot on the bottom in the centre.

2. The TASTRAK istaken out of the radon proof bag very carefully.(Keep the envelope and bag
safefor later)
Try to hold the plastic using edges so that no finger prints are placed onto the flat surfaces.

3. Make anote of the identification number and then carefully place the TASTRAK over the blu-
tac at the bottom of the yoghurt pot.
Use the non-pointed end of a pencil or biro to secure the TASTRAK to the Blu-Tac.

Do not press hard on the plastic detector:
itisbrittle and you will need to remove it again after exposure!
The identification number should be facing upwards and readable.

4. Carefully place apiece of cling film over the mouth of the yoghurt pot and keep its position
with an elastic band. DO NOT tear the cling film whilst fitting the elastic band.

Radon detector for Air
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Teacher's Notes

Exposing the Detector to Air

1.

abkowbd

o

Make a note of the start time and date, and place of the detector.

Leave for six days.

Make a note of the finishing time and date.

Carefully remove the elastic band and cling film.

Remove the TASTRAK; remember to try and keep your fingers away from the measuring
suface.

Place the TASTRAK in the radon proof bag, seal with sellotape and store it overnight in a
freezer/refrigerator.

. The exposed TASTRAK can be left now until you are ready to etch it.

Reading the Detector

1.

2.
3.
4.

After etching, place the TASTRAK into a cardboard slide (35 mm size) and place carefully ir
a slide projector.

Count the number of tracks seen in the 1 cm scribed square.

This the radon activity in Bg/fm

Please use the appropriate on-line form to donate your measurement to the National Surve)

4.8 EXPERIMENT 8: DETECTION OF RADON IN SOIL.

Use the yoghurt pot detector, inverted over the soil, to measure the emanation of radon from the soil
soil location should be chosen, and the detector covered with a polythene sheet to protect it from rail
prevent it from being blown away. Expose the detector for six days and view with a slide projector.

Radon Detector for Soil.

4.9 EXPERIMENT 9: MEASURING RADON IN WATER
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